
UNIFOLD GUTTER SURVEY  PROFORMA 

 

Mak Fastener Specialists Limited 
Unit A, South City Business Park 
Tallaght, Dublin, D24 PNX3 

Tel: 01 4519900 Fax: 01 4624019 

E-mail:  Sales@makfasteners.com 
 

Client   :    
 

Contact:  Tel:  

Job Ref:-  Date   

Information Required: 

Gutter Type:  Run Length:    

No. of Runs     

Roof Type & Material:    

Roof Sheet Profile Depth;    

Sole Board Required ( Thickness):     
 
Eaves Closure Flashing-   No. of Stop Ends:     

To be removed / not to be Removed   No. of Outlets / Runs :    

Gutter Material: (Asbestos/Steel etc)   Outlet Type & Size:    

Stud Protrusions YES/NO – length: Max Distance Between any 2 Outlets:    

Gutter Dims: A           B           B1           C C1 D H J 01o            02o    

Roof Details: E F1 F2          F3          F4          G1          G2          K          L               03o          04o    

N.B G1/G2 and Distance between Outlets Dimensions are required for Capacity Calculations. 

Additional Informational Qty Req ‘ d 
 
1. Siphonic Drainage    

2. Wiers    

3. Side Outlets    

4. Sumps    

5. Side Boxes    

6. Corners    

7. Tees    

8. Section Chance    

9. Overflow – Stopends     

Sole    

Side    

Overflow Size    

Tie Off Kits Req’d    

Sketches 

Survey notes: 

 


